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ABSTRACT
Aluminum combined with oxygen has been proposed as a potential lunar in situ propellant for
ascent/descent and return missions for future lunar exploration. Engine concepts proposed to use this
propellant have not previously been demonstrated, and the impact on performance from combustion and
two-phase flow losses could only be estimated. Therefore, combustion tests were performed for
aluminum and aluminum/magnesium alloy powders with oxygen in subscale heat-sink rocket engine
hardware. The metal powder was pneumatically injected, with a small amount of nitrogen, through
the center orifice of a single element O-F-O triplet injector. Gaseous oxygen impinged on the fuel
stream. Hot-fire tests of aluminum/oxygen were performed over a mixture ratio range of 0.5 to 3.0, and
at a chamber pressure of approximately 480 kPa (70 psia). The theoretical performance of the
propellants was analyzed over a mixture ratio range of 0.5 to 5.0. In the theoretical predictions the
ideal one-dimensional equilibrium rocket performance was reduced by loss mechanisms including finite
rate kinetics, two-dimensional divergence losses, and boundary layer losses. Lower than predicted
characteristic velocity and specific impulse performance efficiencies were achieved in the hot-fire
tests, and this was attributed to poor mixing of the propellants and two-phase flow effects. Several
tests with aluminum/9.8% magnesium alloy powder did not indicate any advantage over the pure
aluminum fuel.
INTRODUCTION
Production of propellants from lunar resources has been considered for several decades as a
method of reducing the cost of lunar exploration and of providing a lunar base with a level of self
sufficiency. More recently, mission analyses have shown significant benefits from using various
propellants which can be produced in situ from lunar materials.1^ Although conventional fuel elements
such as hydrogen and carbon are scarce at the moon, the ubiquitous lunar regolith can be exploited for
propellants. The regolith is composed of oxides of various metals, which can be broken down into the
constituent oxygen and metal. This oxygen is an obvious choice for the lunar in situ oxidizer.
The use of in situ oxygen, with a fuel supplied from Earth, can provide significant advantage
over a conventional lunar mission scenario, but the benefits of in situ propellants can be improved if the
need for an Earth supplied fuel is also eliminated.1 The metal co-products of oxygen production are the
primary candidate lunar fuels. Of these, aluminum shows the most promise.3 It is fairly abundant in
the regolith and, when used with liquid oxygen, has the highest theoretical density-impulse of the
potential lunar metal/oxygen combinations. However, several known challenges to efficiently using
aluminum fuel exist: delivering the fuel to the thrust chamber, completely burning the fuel, and
overcoming the effects of condensed material in the exhaust. Without fully understanding the non-
ideal performance of an aluminum/oxygen rocket engine, evaluation of its potential benefits to a lunar
mission can only be based on estimates of actual performance.
Extensive aluminum fuel literature exists from research on solid propellants which have
aluminum added to increase the propellant energy-density. Although this work has not specifically
dealt with aluminum/oxygen combustion, it can provide insight into the problems which can be
expected with the lunar in situ propellant. Many studies of the combustion of solid propellants have
focussed on understanding both the two-phase flow in the exhaust and the metal combustion process.
Two-phase flow losses occur in a rocket engine when substances formed during combustion condense in the
chamber or nozzle and then do not maintain thermal or velocity equilibrium with the gaseous
combustion products.4 This results in a lower momentum flux from the nozzle than would ideally be
achieved. Typically, the substances which condense are metal oxides, which will comprise a major
portion of the exhaust in an aluminum/oxygen engine.
Incomplete combustion of the metal fuel is also common and can be due to several factors. The
fuel particle residence time in the combustion chamber must be sufficiently long for the metal to heat up,
vaporize, and combust. In addition, the nature of the aluminum combustion process can cause problems.
An excellent overview of the aluminum particle combustion process is provided in reference 5. One key
factor to consider is the oxide layer on the fuel particle, which may inhibit combustion and persist even
after the drop is liquified and ignited. Alloying magnesium with the aluminum has been proposed to
accelerate the particle combustion by creating a more permeable oxide layer. The alloy may also have
the advantage of causing disruptive combustion where larger particles breakup into small fragments
which bum quickly. Because magnesium is available from the lunar regolith, this concept can also be
considered for lunar fuels. Recently, the combustion of various composition aluminum/magnesium alloy
particles in hot, high pressure oxygen was studied, and a substantial reduction of ignition delay time
was observed for magnesium contents as low as 9.8% by weight.6
A more basic engineering problem for an aluminum/oxygen rocket is getting the fuel to the thrust
chamber. Several methods have been proposed including liquid metal injection, hybrid rocket designs
with a solid fuel grain in the chamber, pneumatic injection of powdered metal, and forming a
monopropellant by suspending powdered metal in liquid oxygen.1-3 The latter has received the most
attention recently, but these studies have focussed on evaluating production and handling hazards and
characterizing the thermodynarnic properties of the propellant, as opposed to rocket engine
performance.7'8
The objectives of the work reported here were to demonstrate a potential propulsion system
using aluminum/oxygen propellant, to obtain experimental specific impulse and characteristic velocity
data which could be compared to theoretical predictions, and to compare the performance of
aluminum/9.8% magnesium alloy fuel to mat of pure aluminum. The performance values will be
available to guide the assumptions used for lunar in situ propellant mission analyses, resulting in
greater confidence in the mission analysis results. In order to accomplish these objectives, both cold-
flow evaluation of the fuel feed system and hot-fire engine tests were performed. Pneumatic injection of
powdered metal was used for the fuel supply. This method was chosen both to evaluate the technique
for transporting metal fuel, and to develop a flexible tool for evaluating the performance of
metal/oxygen propellants.
CALCULATIONS
Theoretical characteristic velocity, c*, and vacuum specific impulse performance calculations
for aluminum/oxygen and aluminum/magnesium/oxygen were carried out using the Liquid Propellant
Performance Program (LPP)9. This program links several modules which predict the performance
decrements caused by known loss mechanisms for a liquid propellant rocket engine. These decrements
are men used to reduce the ideal performance calculated by the One-Dimensional Equilibrium (ODE)
chemistry module. The One-Dimensional Kinetics (ODK) module predicts the performance loss due to
finite rate chemistry in the nozzle, and the Two-Dimensional Kinetics (TDK) module calculates losses
due to two-dimensional flow and divergence at the nozzle exit. Finally, the Boundary Layer Module
(BLM) predicts the losses due to the development of a boundary layer along the chamber and nozzle
surfaces. After the boundary layer is calculated, the TDK module is repeated with the wall geometry
adjusted by the boundary layer displacement thickness. This then provides a final predicted specific
impulse. The LPP program does not have the ability to model the losses associated with condensed
species in the exhaust, and in fact, it was not able to converge on a solution for the lower mixture ratio
test cases where the mass fraction of condensed phase species became large.
APPARATUS
The hot-fire experiments were performed in Cell 21 of the Rocket Lab at the NASA Lewis
Research Center. This test cell is equipped with a 445 N (100 Ibf) thrust stand and supporting
propellant systems. To accommodate the tests, a powder fuel feed system (figure 1) was added to the
facility. The system consisted of a powder filled hydraulic accumulator to store the fuel, a linear
displacement transducer to measure the piston motion, and either cold-flow or hot-fire test equipment.
FUEL FEED SYSTEM
A fuel feed system was developed, with a design based on the piston-type positive expulsion
fluidized bed concept described in reference 10. The powder fuel was stored in a modified hydraulic
cylinder (figure 2) and compressed into the end cap region by the piston. The intersticial voids between
the powder particles were pressurized with gaseous nitrogen (GN2). Upon opening the run valve, the
escaping gas entrained the powder from the cylinder and carried it through feed lines to the injector.
During a run, the piston continuously compressed the receding powder to prevent undesirable voids from
forming. In this manner, a dense stream of powder and gas was created, requiring less than 1% carrier
gas by weight to mobilize and transport the fuel. The small gas flow rate was desirable because it
allowed the system to be operated in a blow-down mode, without significantly effecting system
pressures. It also reduced tine overall amount of carrier gas that would be required from Earth for an
actual engine in comparison to conventional pneumatic transportation systems which use -5% carrier
gas.
Significant modifications were made to the 635 cm (25") bore by 45.72 on (18") stroke
hydraulic cylinder to adapt it to the fluidized powder application. The piston rod was rifle-drilled
completely through to deliver gaseous nitrogen to the piston. Internal passages in the piston distributed
this nitrogen to six carrier gas supply ports. Each of these supply ports was capped with a sintered
bronze pneumatic exhaust muffler. The mufflers prevented the powder from working back into the
carrier gas lines and facilitated uniform, low velocity injection of the carrier gas. Internal passages
were also drilled in the cylinder cap to distribute GN2 to another set of four carrier gas supply ports
near the powder exit port. A pressure tap was also provided in the cylinder cap. The interior surface of
the cylinder was plated with a mechanically straightened and honed chrome coating to protect against
erosion by the particles. The piston was fitted with two polyurethane U-cup seals, and an additional
homogenous nitrile (Buna-N) piston cup was attached to the leading edge of the piston to clean most of
the powder from the cylinder wall prior to passage of the seals. This minimized wear on the seals.
A 3/4" pipe run-tee was attached to the powder exit port of the cylinder cap and was large
enough to easily fill the piston with a charge of powder by removing a plug from the run of the tee. The
branch of the tee was reduced to 1/4" tubing for the fuel line. A standard 1/4" ball valve with
reinforced teflon seats provided on/off fuel flow control. In the cold flow setup, the powder line ran
from this run valve to a Coriolis force mass flow meter and then either to an injector for spray
visualization or to a continuously weighed collection container for gravimetric mass flow measurement.
For the hot-fire setup, no Coriolis force flowmeter was used, and the run valve was placed as near to the
injector as possible to minimize the start-up transient which occurred while filling the line volume
between the valve and injector with fuel.
TEST ENGINE HARDWARE
A sketch of the test engine hardware used for these tests is also shown in figure 1. The
hardware consisted of a stainless steel injector body, a 5.23 cm (2.055 inch) inside diameter copper heat-
sink thrust chamber, and a copper heat-sink conical inlet conical exit nozzle with a 1.14 cm (0.45 inch)
diameter throat, a contraction ratio of 20.85:1, and an expansion ratio of 1.91:1. The heat capacity of
the engine allowed several seconds of uncooled firing, which was sufficient to reach steady-state. Two
single element impinging injector bodies were fabricated: one O-F-O triplet and one quadlet pattern
with like opposing doublets of fuel and oxygen. Each was equipped with removable injection orifices.
This allowed a change of injection area to accommodate the different test conditions without changing
the entire injector. Ignition was accomplished with an oxygen/hydrogen augmented spark igniter.
POWDERS
A critical issue of these tests is the particle shape and size distribution of the test powders.
These characteristics affect both the combustion of the fuel and the feed system performance.
Specifically, smaller particles ignite and bum more quickly and completely, and would thus be more
desirable from a combustion standpoint. However, the pneumatic feed system requires a powder that
flows fairly well, and very fine particles do not flow well. As the particle size is decreased,
electrostatic and adhesive forces become significant, and the particles cling together. A powder of fine
particles usually exhibits cohesiveness like flour rather than smooth flow like sand. Thus, a conflict
exists between the combustion and flow requirements. Three aluminum powders were tested with mean
particle sizes of 15,25, and 60 micron mean diameters. To maximize the flow of the powder, only
spherically atomized particles were tested (the jagged edges of ground particles catch each other and
inhibit flow). The 25 micron mean diameter aluminum powder was determined to be the best
compromise between flow and combustion. Aluminum/9.8% magnesium powder of similar size and
shape was also obtained.
For the cold flow feed system evaluation, several size distributions of inert spherical glass
powders were tested. The range of sizes, and resulting flow characteristics, was chosen to allow
evaluation of the effect of powder flow on the fuel feed system.
FEED SYSTEM CALIBRATION
Due to the novelty of the powder fuel feed system, a series of cold-flow tests was undertaken to
evaluate the system's ability to provide a steady, controlled flow rate of powder at moderately high
pressures. To eliminate the potential for combustion during the cold flow tests, glass powder was used to
simulate the aluminum fuel. The glass powder closely simulated the aluminum in both specific gravity
and particle geometry. The cold flow tests were also used to evaluate two methods of measuring the
powder mass flow rate: Coriolis force flow meters and piston displacement of the powder.
Coriolis force mass flow meters have been used to measure two-phase solid/gas flows, but the
total flow rate in those applications was much higher than in these tests. This type of mass flow meter
operates by subjecting the powder flow to a rotating reference frame and measuring the effect that the
resulting Coriolis force has on the powder/gas flow line. The force is proportional to mass flow rate.
Because the specific design of Coriolis force mass flow meters varies tremendously, two different
manufacturers' meters were evaluated. One of the meters reduced the line cross-sectional area
significantly to increase the bulk velocity, whereas the other changed the line cross-sectional area only
slightly. Both meters divided the flow into two parallel tubes. The meter which significantly reduced
line area caused a large pressure drop and also induced unsteadiness in the flow. The other meter was
erratic in its ability to lock onto the proper reading. Neither flowmeter was acceptable for the hot-fire
tests.
The alternative to measuring the powder mass flow directly was to measure the motion of the
piston with a linear displacement transducer and multiply the volume rate at which powder was
displaced from the piston times its density. For mis calculation, the powder tapped density was used.
The powder flow rate thus calculated was calibrated gravimetrically by collecting the powder flow in
a continuously weighed container. Figure 3 shows a comparison of piston motion to the weighed powder
mass.
The second purpose of the cold flow tests was to determine the method of regulating the powder
flow rate. Two variables were considered for independent control of the powder flow rate: the carrier
gas preset pressure and the differential pressure across the piston. The results of studying these
variables are presented in figures 4 and 5. Figure 4 shows the direct relationship between carrier gas set
pressure and powder flow rate. In contrast, figure 5 shows that the powder flow rate is not sensitive to
the differential force on the piston. It was necessary, however, to maintain a differential force on the
piston large enough to prevent coring of the powder (the formation of voids) near the cylinder exit For
this reason, a differential pressure of 1380 kPa (200 psi) was maintained during the hot-fire tests.
These results were in general agreement with those presented in reference 9.
HOT-FIRE TEST PROCEDURE
Prior to each test run, the carrier gas pressure was set to obtain the desired powder flow rate,
and the piston driving pressure was set approximately 1380 kPa (200 psi) higher than the carrier gas.
The nitrogen supply valves were men closed to operate the accumulator in a blow-down mode. The
oxygen was also set to obtain the proper flow rate. During the run, the sequencing of events was critical
to avoid slag buildup or hardware damage. The following sequence of operation was found to produce
the best results:
1. Fuel line purge on
2. Igniter on
3. Oxygen valve opened
4. Fuel valve opened; fuel line purge off
5. Igniter off; igniter purge on
6. Fuel valve dosed; fuel purge on
7. Oxygen valve closed; oxygen purge on
The total length of a typical run was three seconds with between 03 and 1.0 second of steady-state
combustion. A 03 second oxygen lag was used at the end of the run to reduce the amount of unbumed fuel
which accumulated in the chamber. It was necessary to purge the igniter during the run to prevent fuel
or combustion products from building up and plugging the outlet to the chamber. This had the
undesirable effect of introducing extra nitrogen into the engine. The total nitrogen mass fraction in the
propellants was kept below 4.2% for all of the tests.
In addition to the test hardware instrumentation, pressure transducers and thermocouples were
located in the primary and igniter gaseous propellant lines to accurately measure propellant flow rates.
Each of the 55 instrumentation channels was sampled and recorded 100 times per second. Before final
processing, the data was compressed by averaging every ten data points, resulting in ten averaged data
points per second. The values presented here were calculated by averaging the data taken during the
steady-state portion of the run. Thus a data point represents an average of 30 -100 scans of the
instrumentation.
RESULTS AND DISCUSSION
Hot-fire tests were conducted with both pure aluminum powder and oxygen and aluminum/9.8%
magnesium alloy powder and oxygen. The tests were conducted at a nominal chamber pressure of 480
kPa (70 psia) with a nozzle expansion ratio of 1.91:1, although actual chamber pressure varied from
390-630 kPa (57 to 91 psia) due to variations in performance and propellant flow rates. The theoretical
performance values were calculated based on actual chamber pressure and indicate that this range of
pressure has little effect on performance. Due to limitations in the injector design, most tests were in an
oxygen to fuel mixture ratio range of 0.5 to 3.0. Only one test was completed at a higher mixture ratio
(O:F=5.8). The higher mixture ratio required a reduction in the fuel flow, and in repeated attempts at
O:F>3, the fuel orifice of the triplet injector plugged before steady-state was attained. The
combination of high effective fuel density and low flow rates resulted in too slow an injection velocity to
keep the orifice clear. A similar problem occurred at all mixture ratios for the quadlet injector, since
the fuel was split between two orifices. In an attempt to alleviate this problem, the fuel orifice
diameter was reduced, and although this increased the injection velocity, it worsened the powder
plugging problems. Therefore, all of the tests reported used the triplet injector. Mixture ratio could not
be increased with additional oxygen because the oxygen flow rates were near the limits of the test
facility.
Both characteristic velocity, c*, and vacuum specific impulse were calculated for the
experiments, and the values are compared to the ideal theoretical prediction from ODE. Table 1
contains the test data for the aluminum and the alloy fuels. The experimental c* was calculated based
on measured chamber pressure and propellant mass flow. The experimental vacuum specific impulse
was calculated from the measured thrust (corrected for nozzle base pressure and atmospheric conditions)
and propellant flow rates.
Figure 6 shows a comparison of the experimental c* to the ideal ODE calculated values for both
pure aluminum and aluminum/9.8% magnesium alloy powder fuels. Solid symbols are used for the pure
metal data and open symbols are used for the alloy data. Clearly the performance was quite poor,
achieving a maximum efficiency of 72% at a mixture ratio of 2.3. The experimental results follow the
same trend as the theory, but increase much more quickly as mixture ratio increases from 05 to 23. It is
not possible to conclude, however, that 2.3 is the optimum mixture ratio for maximizing experimental
c*. The overall low experimental c* performance indicates incomplete energy release in the thrust
chamber. Figure 6 also shows the results of tests with aluminum/9.8% magnesium fuel. There was no
benefit to c* performance from alloying mis amount of magnesium in the aluminum fuel.
The c* performance predicted by the LPP computer code is compared to the experimental results
in figure 7. The LPP code was only able to converge for pure aluminum/oxygen at mixture ratios greater
than 1.8. Therefore, only four experimental data points were available for comparison, but the
theoretical predictions were extended to a mixture ratio of 5.0 assuming the same conditions as for the
experimental test at a mixture ratio of 3.0. The experimental c* is much lower than the predicted
values. The LPP code accounts for losses in c* due to finite rate kinetics, two-dimensional flow, and
boundary layer growth, but it assumes complete combustion. The low energy release in the chamber is
therefore most likely due to incomplete combustion, which could be caused in large part by poor mixing
at the relatively crude injector.
The engine specific impulse was also determined during these tests. Figure 8 presents both the
experimental specific impulse (converted to vacuum) and the ideal theoretical vacuum specific impulse
calculated by ODE. The small magnitude of even the ideal specific impulse is a result of the small
expansion ratio used for these tests (E =1.91). Again, the experimental performance is poor ranging from
48-68% of the ideal values. Using the aluminum/9.8% magnesium alloy as fuel did not improve specific
impulse performance. It is interesting to note that the experimental specific impulse appears to be
increasing at an O:F=3.0, indicating a peak above this value, which differs from the ODE predicted
peak location near OJ=23.
To investigate the cause of the poor specific impulse performance, the LPP predicted values are
plotted in figure 9 along with the corresponding experimental results. The theoretical results are again
extended to a mixture ratio of 5.0. The code predicts small losses due to finite rate kinetics and two-
dimensional effects. A fairly large loss is attributed to the boundary layer in this small engine.
However, there is still a large gap between the TDK/BLM and experimental vacuum specific impulse
values. As expected, the gap is narrowed significantly if the TDK/BLM predicted values are adjusted
for the experimental c* losses not predicted by the LPP. The adjusted value is obtained by multiplying
the TDK/BLM specific impulse by the ratio of experimental c* to the TDK/BLM c*. Because the two-
phase flow losses have not been accounted for, the experimental specific impulse is still lower than the
adjusted vacuum specific impulse. Figure 9 thus indicates that the most significant loss in these tests is
the poor c* performance.
CONCLUSIONS
A system for testing powdered metal/gaseous oxygen propellants in subscale rocket engine
hardware was developed and demonstrated. The fluidized powder piston feed system is a viable
method of delivering metal fuel to the engine, but an improved injector design is necessary to expand the
system mixture ratio capability.
Hot-fire tests for aluminum/oxygen and aluminum/9.8% magnesium/oxygen were completed and
performance parameters measured. Both the characteristic velocity and vacuum specific impulse were
significantly below predicted values (72% and 68% respective maximum efficiencies). It was shown
that the major performance loss was an incomplete release of combustion energy. It was postulated that
the incomplete release of energy is due to poor mixing at the injector.
The experimental characteristic velocity and specific impulse increased rapidly with mixture
ratio from O:F=05. A peak in specific impulse was indicated above a mixture ratio of three. This
differs from the ideal calculations which indicate the peak specific impulse occurs at a mixture ratio of
about 2.3.
Tests were conducted with aluminum/9.8% magnesium alloy fuel to evaluate the ability of the
alloy to improve performance. Neither characteristic velocity or specific impulse were significantly
better for the alloy man the pure aluminum fuel.
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Table 1. Experimental Hot-Fire Test Results
[Al/Qz]
Reading
65
71
80
85
86
88
Mixture
Ratio
3.01
1.85
2.15
2.34
1.16
1.43
IVX»
(sec)
131.9
118.8
125.8
123.3
88.3
105.8
IVACb
(sec)
194.0
195.3
196.0
196.2
188.0
191.7
CSXc
(m/sec)
925.4
831.5
924.2
944.6
658.4
762.6
CSTARd
(m/sec)
1303.3
1310.9
1316.4
1318.0
1261.9
1286.6
Pc6
(kPa)
392.3
412.3
434.4
499.9
450.9
528.8
%N2f
4.2
3.7
3.8
3.4
2.8
2.7
[Al/9.8%Mg/O2]
Reading
126
127
128
129
130
Mixture
Ratio
0.69
0.61
1.88
1.11
5.79
IVX*
(sec)
84.9
82.1
110.2
96.9
123.7
IVACb
(sec)
180.5
178.4
195.7
189.7
180.8
CSXc
(m/sec)
520.0
558.6
890.9
733.7
944.0
CSTARd
(m/sec)
1211.6
1196.9
1314.0
1273.1
1216.2
PC*
(kPa)
411.6
466.1
619.1
624.7
592.9
%N2f
2.5
2.4
2.7
2.3
2.9
a
 vacuum specific impulse, experimental
b vacuum specific impulse, ODE
c
 characteristic velocity, experimental
d
 characteristic velocity, ODE
e
 thrust chamber pressure
f
 % nitrogen as a fraction of the total propellant
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Figure 1. Major componenets of the cold-flow and hot-fire test rigs.
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